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STATEMENT

FATRI is committed to abiding by all the export control laws and regulations related to company operation promulgated by the Chinese government and international relevant export control laws and regulations, including those of the United States. You should guarantee that all purchases, sales and 
applications or use of FATRI products comply with all relevant requirements of the Chinese government, the government of the country and the resolutions of the United Nations. You should guarantee that you will not export, re-export, transfer or transport directly or indirectly to or through any prohibited country 
in violation of any applicable embargo laws of the United Nations, the United States and the European Union.

You should guarantee that the purchased FATRI product will not be used or resold directly to the third parties for using in nuclear, biological or chemical weapons, or missiles capable of launching such weapons.
Due to upgrade to product version or other reasons, the contents of this product catalog subject to change without notice. Unless otherwise agreed, this product catalog is only used as a guide. All statements, information and suggestions in this document do not constitute any express or implied guarantee. 

Within the sphere permitted by law, the ultimate right of interpretation of this product catalog belongs to FATRI.

Feature

Operating temperature：-55℃~+260℃

Low noise 

Compatible with a variety of connectors

SW021-AA Two-Core High Temperature and Low Noise Cable

Model:SW021-1FD-0-XM-AA Size (Unit: mm)

Model:SW021-1FD-1MC-XM-AA Size (Unit: mm)

Dynamic

24 ° C, Conductor Resistance

24 ° C, 1 kHz, Capacitance (between two cores)

24 ° C, 1 kHz, Capacitance (between two cores and shielded wire)

Insulation Resistance (between two cores)

Insulation Resistance (between two cores and shielded wire)

Noise Level(pk-pk)

≤700Ω/KM

≤200pF/M

≤300pF/M

≥1GΩ

≥1GΩ

≤1mv

Specifications SW021-1FD-1MC-XM-AA SW021-1FD-0-XM-AA

Temperature －55℃～+260℃（except BNC）

≤700Ω/KM

≤200pF/M

≤300pF/M

≥1GΩ

≥1GΩ

≤1mv

－55℃～+260℃（except BNC）

Physical

Connector A

Connector B

Material

Insulation Material

Size

Noise Reduction Layer

Braided Shield

Jacket Material

Bend Radius MIN.

Outer Diameter

Cable Retention Force

7/16-27 UNS-2B

BNC

Copper nickel plating

PTFE

20 AWG

 Semi-conductive composite material 

Copper nickel plating

Teflon

30mm

4.7±0.15mm

48N

7/16-27 UNS-2B

Swinging

Copper nickel plating

PTFE

20 AWG

 Semi-conductive composite material 

Copper nickel plating

Teflon

30mm

4.7±0.15mm

48N

Table 1: L dimension tolerance table (unit: m)

Size Range

L≤2

2＜L≤12

L＞12

Tolerance

±0.03

±0.05

±0.1

 L 

7/16-27 UNS-2B two-core connector

 L 

7/16-27 UNS-2B two-core connector BNC


